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REVISIONS TO THE CONSTRUCTION STANDARD DRAWINGS ON 

PRECAST MEDIAN BARRIER FOR TEMPORARY TRAFflC CONTROL 

The purpose of this Engineering Directive is to formally notify AU. 
Department Engineering Personnel of a change to the Construction Standard 
Drawings 401.15.1 and 401.15.2. 
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Effective immediately, in all projects, the connecting pin is to be completely 
contained within the cross section of the barrier. Notes on Drawing 401.15.1 require 
the pin to be heat bent to ensure a smooth bend and prevent shattering of the pin. 

This applies to new projects as well as on going projects. Resident 
Engineers are to order the contractor to make any necessary changes. 
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I REPLACES DRAWING 401.15.1 

ORGINAL ISSUE DATE AUG. 1979 

huq#f DATE OF ISSUE 

)dlGHw PRECAST MEDIAN BARRIER 
NOVEMBER 199L 

zxNiwrR~~TD0N FOR TEMPORARY TRAFFIC CONTROL DRAvINC N~UBER 

BUANDARDS LOL15.1 
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I REPLACES DRAWING 401.15.2 

ORIGINAL ISSUE DATE AUG. 1979 

IuAssl DATE OF ISSUE 

@miwu4Y PRECAST MEDIAN BARRIER NOVEMBER 1994 

cBNsuwu~ulloN FOR TEMPORARY TRAFFIC CONTROL DRAWING NUUBER 

s?ln?#JDAWDS 
REINFORCING BAR DETAILS LOt15.2 


